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The focus of this study consists of examining how simultaneous SR-XRD and electrochemical measurements can provide information
on the eﬀectiveness of stabilization and storage treatments of copper artefacts in aqueous solution. The electrochemical cell used here was
designed for in situ, time resolved SR-XRD studies of corrosion and inhibition studies on cultural heritage materials. Key objectives of
the new cell were to monitor corrosion layers on alloys with realistic metallographic structures and to obtain co-incident, time resolved,
electrochemical data such as reduction measurements, oxidation measurements and corrosion potential (Ecorr) measurements. Here we
present some early results from the cell. Firstly, a correlated SR-XRD and corrosion potential (Ecorr) study of the reduction of nantokite
during storage in sodium sesquicarbonate, which shows that the surface chemistry continues to change after Ecorr has stabilized. Sec-
ondly, the use of X-ray data to identify speciﬁc changes occurring as a function of potential in the forced reduction of a more complex
system.
 2005 Elsevier B.V. All rights reserved.
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Electrochemical methods are widely applied in corrosion
science, including the conservation of cultural heritage
metallic artefacts [1–13]. In the latter case, the use of treat-
ments and analytical techniques is signiﬁcantly constrained
due to the fact that the objects under investigation are un-
ique and precious. As a consequence, all conservation/pres-
ervation methods (e.g., cleaning, coating, passivation) need
to be understood thoroughly (ideally before ﬁrst use), and
preferably are required to be non-invasive and reversible.1388-2481/$ - see front matter  2005 Elsevier B.V. All rights reserved.
doi:10.1016/j.elecom.2005.09.006
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E-mail address: annemie.adriaens@ugent.be (A. Adriaens).
1 Present address: Diamond Light Source Ltd., Diamond House,
Chilton, Didcot, Oxfordshire OX11 0DE, UK.Until recently, electrochemical conservation/preserva-
tion methods have always been evaluated using ex situ
techniques, including XRF, XRD, XAS, SEM, SIMS,
etc. This dictates that the samples under investigation need
to be transferred out of their solution and potential envi-
ronment and sometimes into vacuum. This environmental
change will almost certainly alter the surface. Therefore,
it is likely that in situ techniques will bring a signiﬁcant ex-
tra contribution to the understanding of surface reactions
at electrodes, as they do not require an electrode transfer
outside the cell, and in addition the electrode potential
can be maintained during the complete surface character-
ization process. Most importantly, it becomes possible to
characterize the surface using electrochemistry in parallel
with SR-XRD, XAS or other analytical techniques. All
of these aspects are crucial to the interpretation of time
dependent surface reactions.
Fig. 1. Schematic drawing of the newly developed electrochemical cell.
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for simultaneous monitoring of the surface and electro-
chemical behaviour of archaeological copper-based alloys
during their storage and stabilisation.
The combination of SR-XRD, SR-XAS and electro-
chemistry has been described by a number of authors
[14–23] many of whom have published suitable designs
for electrochemical cells for use in situ in a synchrotron
beam line. As a rule, this work has concentrated on sur-
faces which are ideal in some way, e.g., single crystals
[14–20] or thin layers suspended on an X-ray-transparent
membrane [21–23]. Here, we make use of a cell developed
for rough, heterogeneous metal surfaces, either fragments
of real artefacts, where these can be used, or close simu-
lants. The surface roughness, which may be on a scale from
1 to 100s lm, arises from the normal state of the metal, or
from the corrosion crust. The heterogeneity is that of a
polycrystalline material which may (in the most complex
case) be a multiphase alloy with inclusions coated with sev-
eral corrosion products.
Archaeological copper-based artefacts recovered from
wet and salty environments should not be exposed directly
to the atmosphere as the metal usually corrodes at an accel-
erated rate in the oxygen-rich air [24]. Tap water and so-
dium sesquicarbonate are typical media for, respectively,
the storage and the stabilisation of such artefacts
[10,25,26]. Nevertheless, the metals often show certain
instability, such as the transformation of the natural patina
and the development of active corrosion [27,28], which
means that process-monitoring is essential. In this study,
we examine how corrosion potential measurements (Ecorr)
can provide information on the eﬀectiveness of the stabili-
sation and storage treatments, as part of a research project
which aims at giving a simple early warning system to cons-
ervators to monitor the treatment of copper artefacts in
aqueous solution. The corrosion potential (=potential
without sending a current through the cell) provides infor-
mation about the solution, metal and interface (in this case
the corrosion products) system. The hypothesis behind the
method is that if the corrosion potential does not change as




A specialized electrochemical cell compatible with syn-
chrotron radiation XRD, and other X-ray based methods,
e.g., EXAFS and ODXAS was used. This is described in
more detail elsewhere [29]. Fig. 1 shows a schematic dia-
gram of the cell. A precisely moveable working electrode
is used to translate the reacting surface from a ‘‘normal’’
position, in proximity to a reference electrode, through
an annular platinum counter electrode to a ‘‘diﬀraction’’
position close to a ﬂexible 8 lm thick Kapton window. In
the latter position, the path length for X-rays in the electro-lyte is a fraction of a millimetre to reduce scattering and X-
ray absorption. In order to get permanent potential control
on the electrode surface, a rigid polyethylene tetraphthalate
inner window with a rectangular or elliptical hole in the
middle is positioned just inside the Kapton, limiting the
electrolyte thickness in a reproducible manner to 100–
175 lm, depending on its thickness. In this way, the cell
can be used down to X-ray energies below 8 keV. The
two windows are tightly fastened onto the cell body by
an O-ring. The cell is equipped with an inlet and outlet
for electrolyte solution. The working electrode is mounted
on a piston which is raised and lowered hydraulically using
the electrolyte as the working ﬂuid. Additional ﬁne control
over the thickness of the electrolyte layer is provided by
drawing the outer window into the hole in the inner one
by adjusting the hydrostatic pressure in the upper part of
the cell. The cell is equipped with a silver/silver chloride
reference electrode and a platinum counter electrode.
2.2. Sample preparation
Circular copper coupons, 12 mm in diameter (AD-
VENT, purity 99.9%) were ground on 1200 grit SiC paper
to obtain a fresh surface. Further smoothing of the surface
was carried out using a polishing cloth covered with alu-
mina powder of 1 lm particle size. The adherent Al2O3
particles on the surface were removed by immersing the
samples in an ultrasonic bath for 15 min and rinsing them
thoroughly with deionised water. Afterwards, various cor-
rosion protocols were used to obtain the diﬀerent corrosion
products. Copper covered with nantokite (CuCl) was ob-
Fig. 2. SR-XRD spectrum of copper covered with nantokite.
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urated CuCl2 Æ 2H2O solution. After rinsing with deionised
water they were exposed to the air over night [30]. To ob-
tain a mixture of atacamite and paratacamite (both isomers
of Cu2(OH)3Cl) a solution of 10.02 g Cu(NO3)2 Æ 3H2O and
10.01 g NaCl in 100 mL deionised water was prepared. The
copper samples were wetted twice a day with this solution
for a period of ﬁve days. Between each application the sam-
ples were left to dry in air. They were then left in air for a
further ﬁve days without any treatment [30].
2.3. Electrochemical measurements
All experiments were performed using a CHI1232 hand
held electrochemical potentiostat (IJ Cambria Scientiﬁc
Ltd.) connected to a laptop. A silver/silver chloride elec-
trode (SSCE, Ag/AgCl/KCl (3 M)) was used as reference
electrode (=0.440 V vs. NHE). The prepared coupon disc
electrodes were analyzed in 30 mL of electrolyte solution.
No stirring was applied. The voltammograms were re-
corded with scan rates of 0.1 mV/s. Corrosion potential
measurements as well as voltammetric curves were re-
corded in a 1 wt.% sodium sesquicarbonate solution
(0.05 M NaHCO3 Æ Na2CO3).
2.4. SR-XRD analyses
The synchrotron X-ray diﬀraction (SR-XRD) experi-
ments were carried out using a 2-circle high-resolution
powder diﬀractometer at station 2.3 [31–34] at the Syn-
chrotron Radiation Source, Daresbury Laboratory. A par-
allel monochromatic beam with a wavelength of
1.597866 A˚, calibrated against a high purity Si powder
standard (NIST NBS SRM640c), was used to analyze the
sample surface. The incident beam angle, h, at the cell sur-
face was ﬁxed at 10 and post-monochromator beam-deﬁn-
ing slits were positioned such that an area at the sample
surface of 2 mm2 was analyzed. The diﬀracted beam was
passed through a parallel foil collimating assembly to an
enhanced dynamic range scintillation counter, both of
which were mounted on the 2h circle. This arrangement
gave a 2h angular resolution of 0.065. The detector was
scanned between 2h values of 24 and 50 (step size of
0.02, counting time 1 s). In a ﬁxed h geometry it is usual
to apply a geometric correction to the measured diﬀraction
intensities to account for the variation of the detected scat-
tering volume as a function of 2h. However, since the pres-
ent work is concerned only with relative changes in peak
height at any given 2h, such a correction was unnecessary.
3. Results and discussion
3.1. Transformation of nantokite in sodium sesquicarbonate
In previous measurements we attempted to obtain the
correlation between the surface behaviour of nantokite in
a 1 wt.% sodium sesquicarbonate solution (0.05 M NaH-CO3 Æ Na2CO3) and Ecorr data using ex situ SR-XRD mea-
surements as a function of time [35–37]. The measurements
were done by removing the samples from their solution at
regular intervals and performing SR-XRD measurements
on a small sample of powder scratched from the surface.
Results showed that nantokite (CuCl) transforms into
cuprite (Cu2O) over a period of a few hours. Ex situ mea-
surements, however, imply the need for several duplicate
samples. The surface composition is likely to change when
exposed to air and the sample can as result not be re-used
in the Ecorr experiment after XRD analysis. In this study,
we have avoided this problem by performing Ecorr and
SR-XRD analyses in parallel at the same time (in situ).
This way of working not only avoids the sample being re-
moved from the solution, but also allows us to acquire
more XRD data per sample within a speciﬁc time frame.
Fig. 2 shows a typical SR-XRD proﬁle of a copper sam-
ple covered with nantokite and some cuprite, while Fig. 3
shows the variation of the SR-XRD peak heights of nan-
tokite and cuprite as a function of time. Each SR-XRD
scan lasted 31 min under the conditions described in Sec-
tion 2. The peak height of each individual measurement
is plotted at the middle of each measuring period. The
SR-XRD results clearly show the disappearance of nantok-
ite as a function of time. In fact, after 120 min of immer-
sion, the nantokite signal has disappeared into the
background noise due to scattering in the ﬂuid. The cuprite
signal, on the other hand, grows by more than a factor of
3.5 over this time, from a small level due to the presence of
some cuprite on the sample prior to immersion into the so-
dium sesquicarbonate solution. This is in agreement with
the theory of Oddy and Hughes [25], which predicts that
nantokite can react with water to form cuprite through
the following reaction:
2CuCl(nantokite) +H2O!Cu2O(cuprite) + 2Cl+2Hþ
According to the same authors nantokite can also be trans-
formed into paratacamite [25]. Previous ex situ experi-
ments, in which the electrode was removed after one day
of immersion and measured a few days later using SR-
XRD, were able to conﬁrm this [35,36]. Further investiga-
Fig. 3. Variation of the SR-XRD peak heights with time (2h for
k = 1.6 A˚). The signals are normalized versus the copper signal.
1268 K. Leyssens et al. / Electrochemistry Communications 7 (2005) 1265–1270tion, however, is needed to detect whether the formation of
paratacamite actually takes place after more than 3 h of
immersion or whether it is formed due to contact with
the atmosphere when the sample is taken out of its
solution.
Fig. 4 shows the corrosion potential versus time plot
corresponding to the data in Fig. 3. The x-axis shows the
immersion time (the vertical grey lines indicate the start
of each SR-XRD measurement). The y-axis gives the cor-
rosion potential in Volts versus the Ag/AgCl/KCl (3 M)
reference electrode. The variation of the corrosion poten-
tial with time recorded in the in situ cell looks very similar
to results obtained using a standard electrochemical cell.
The limited thickness of the ﬂuid layer (175 lm) seems to
have no signiﬁcant eﬀect on the transformation of nantok-
ite in sodium sesquicarbonate. Nevertheless, when compar-
ing the SR-XRD results with the Ecorr data, the hypothesis
that a stable Ecorr means a stable surface is not supported.
A signiﬁcant decrease in the amount of nantokite might be
expected during the ﬁrst 30 min since the corrosion poten-Fig. 4. Corrosion potential versus time plot of nantokite in 0.05 M
NaHCO3 Æ Na2CO3.tial shows a large alteration. In between 30 and 120 min of
immersion the corrosion potential is more or less stable,
implying, according to the hypothesis, no change in the
surface composition. The SR-XRD data, however, tell a
diﬀerent story in that nantokite continues to decrease for
at least 120 min. A possible explanation could be the inho-
mogeneity of the surface composition. Diﬀerent areas on
the surface can have more (or less) nantokite in their corro-
sion layer than the surrounding material. The time taken
for the nantokite to disappear will then vary from place
to place. Whereas the corrosion potentials measured give
an average value over the whole surface, the SR-XRDmea-
surements are only performed on small areas. Further
experiments have to be performed to clarify this.
3.2. Reduction of nantokite, atacamite/paratacamite and
cuprite
Applying a linearly varying potential from Ecorr to
2 V/SSCE to a copper sample, covered with a mixture
of corrosion products in a sodium sesquicarbonate solu-
tion, will result in a stepwise reduction of the corrosion
products. Nantokite and paratacamite will be reduced at
a potential of 0.1 V/SSCE. Atacamite is said to reduce
at 0.26 V/SSCE. Finally cuprite will be reduced at
0.8 V/SSCE [30].
In this study, a sample covered with nantokite, ataca-
mite/paratacamite and cuprite was submitted to a varying
linear potential experiment as explained above. Fig. 5
shows the linear reduction plot obtained by scanning at
0.1 mV/s from OCP to 2 V/OCP. The top x-axis gives
the potentials in V/SSCE, the bottom x-axis gives the cor-
responding immersion time. The y-axis presents the reduc-
tion current in A/cm2. Three reduction peaks can be seen:
starting at 0.1 V/SSCE, at 1 V/SSCE and at 1.2 V/
SSCE. Compared with an experiment in a standard electro-
chemical cell, the peaks are broadened due to restricted
transport processes.Fig. 5. Linear reduction curve of a corroded copper sample. The potential
is varied from OCP to  2 V/OCP. The potential is measured with respect
to an Ag/AgCl/KCl (3 M) reference electrode. The current density is
presented in A/cm2. The measurement is performed in a 1 wt.% sodium
sesquicarbonate.
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nantokite, atacamite, paratacamite and cuprite is given in
Fig. 6. The peak heights for these compounds as measured
by SR-XRD are plotted in Fig. 7 as a function of time.
Each SR-XRD experiment lasted 56 min. The peak height
of each measurement is plotted in the middle of the mea-
suring period. During the ﬁrst 140 min the nantokite peak
decreases signiﬁcantly, while the amount of cuprite and
atacamite/paratacamite (the resolution is insuﬃcient to
separate both signals) seems to stay more or less constant.
After 140 min the nantokite peak is still decreasing slightly,
but now a slight diminution of the atacamite/paratacamite
peak becomes noticeable. It is only after 200 min that the
cuprite peak starts to decrease.
By comparing the electrochemical and SR-XRD data,
the ﬁrst reduction peak (starting at 0.1 V/SSCE), which
lasts from the start of the experiment to approximately
140 min later, can be assigned to the reduction of nantokite,
while the second reduction peak, starting at1 V/SSCE andFig. 6. SR-XRD spectrum of copper covered with a mixture of nantokite,
paratacamite, atacamite and cuprite.
Fig. 7. Variation of the SR-XRD peak heights with time (2h for
k = 1.6 A˚). The signals are normalized versus the copper signal.lasting from 160 to 200 min, can be assigned to the reduction
of atacamite/paratacamite. Finally the last reduction peak,
starting at 1.2 V/SSCE and lasting from 200 to 280 min,
can be attributed to the reduction of cuprite.
4. Conclusions
Some of the ﬁrst data from a new electrochemical cell
for in situ analysis has been presented here. The cell is in-
tended for use with rough, heterogeneous metal surfaces,
either fragments of real artifacts, where these can be used,
or close simulants. Based on the data from electrochemical
and SR-XRD measurements, we conﬁrmed that the in situ
spectroelectrochemical cell works well for both electro-
chemical and SR-XRD measurements on artiﬁcially cor-
roded copper electrodes. The relatively good control of
the ﬂuid pocket thickness allows us to use X-ray energies
down to Cu K alpha and below.
By taking simultaneous SR-XRD and electrochemical
data on Cu electrodes in sodium sesquicarbonate solution,
we have observed the replacement of nantokite with the
more benign cuprite in real time, but also shown that cor-
rosion potential measurements (Ecorr) do not necessarily
provide useful information on the eﬀectiveness of the sta-
bilization and storage treatments. Further work is required
before Ecorr can be used as a simple early warning system
for the treatment of copper artifacts in aqueous solution.
Similarly, we have shown the direct association between
the potential at diﬀerent stages in the reduction of a more
complex system, and the removal of speciﬁc surface species
in a realistic simulation of a cleaning treatment.
For all of these studies, the beneﬁts of in situ analysis are
the avoidance of air and vacuum exposure with conse-
quently unknown surface changes, and the minimization
of the number of samples required. The latter point is espe-
cially important because it means that the method can be
used on the restricted numbers of real artefact fragments
which can be released for testing.
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